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1 General characteristics

General
New totally clampable CHRONO PLUS 20510 turn system.

The CHRONO PLUS 20510 is similar to CHRONO 20110, but is supplied with 2 security locking points at the
handle side. These are positioned at the bolts. These locking points provide an elementary security against
burglary, called 'base security’.

The security locking point consists of a mushroom head bolt in stainless steel in combination with a special
wedge in zinc alloy.

Size range:

- vent width: 400-1700 mm.

- vent height: 600-2400 mm.

- vent weight: max. 90 kg (up to 130 kg provided that reinforcement set with two thread forming screws
is used).

- adjustment range of each rod: 50 mm.

- handle height: A = min. Fh/3, max. 2Fh/3

- ratio of vent width Fb / vent height Fh = max. 1.5

The CHRONO system has been tested in accordance with following standards:
- European standard EN12207, EN12208, EN12210 and

EN12211 for windows 50 m or more above the ground.
- German standard RAL-RG 607/3 : Class F130-9
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The system is suitable for profiles with the following dimensions:
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For more information concerning:
General characteristics of the parts: see page B.1.2
Centre locking sets: see page B.1.5 N
Hinges: see page B.1.6 o i
Special accessories: see page B.1.7
Selection of nylon rods n° 30000-...: see page B.1.8
Handles: see page B.1.10
Lockcases n°® 30000-720 and 30000-721: see page B.1.15
General information: see page B.1.19

we refer to chapter B.1. CHRONO 20110






