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1 General characteristics

To make your windows extra secure against burglary, yod skeuthe high security system
CHRONO SAFE 20310.

The set contains the following high security parts:

- stainless steel mushroom head bolts pre-riveted to alumioonnection pieces and bolts which are
connected to the CHRONO SAFE components and rods in the vent section.

- brass security wedges which are fixed on the frame sectibrclamping plates in stainless steel and
self-drilling screws.

- a zinc alloy anti-lift piece and protection piece which @&edf on the frame section with clamping
plates in stainless steel and self-drilling screws.

- special zinc alloy connection piece at the handle position.

- aluminium anti-lift pins at the hinge side.

- aluminium connection rods with special connections.

The high security set should always be operated by a cylickiag loandle, available in 5 types
(see page B.3.11).

The reinforcement sef 80140-790 must be mounted when using the adjustable hingegrfdows with
vent weight >90 kg and/or vent width Fb>1400 mm.

Very quick assembly by the special connections betweeiiféhend parts.
All parts are made of non-corroding materials.

Size range:

- vent width Fb: 400-1700 mm.
vent height Fh: 700-2400 mm.
- handle height A: min Fh/3 , max. 2Fh/3 REAN I
- vent weight: max. 90 kg (130 kg). Ja0.1
- ratio Fb/Fh = max. 1,5

i

The system is suitable for profiles with the "
following dimensions: see drawing. S =R
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A side hung open in window, installed with V
the high security set CHRONO SAFE 20310 X
has been tested by SKG (Stichting Kwali-

teitscentrum Gevelelementen) in the Nether- 0 R=max_ mm
lands. The window complied with the requi- ,
rements of burglary prevention class 2 in ‘ ! min. 19.5
accordance with the NVN standards 5093 to min. 3k.9 |
5096 dated November 1996 and class 2 in Fb, Fh
accordance with the ENV standards 1627 to
1630 dated September 1997, for tests and
assesment of high security windows. The
symbobk is awarded to the set in accordan-
ce with the stars indication with relation to
the KOMO certificate of SKG.

The system has also been tested in accordance ©
with following standard: D
- German standard RAL-RG 607/3 : Class F130-9 S‘G

min, 3.7




